Gael Force Antifouling

TRUSTED BY OUR CUSTOMERS
“Hauled the boat out after seven months on a swing
mooring and was very impressed with the results of
this antifouling - just a thin layer of slime, otherwise
clean as a whistle. A quick blast with the jet hose and
she’s ready for winter storage. I shall be using this
again.” (Sandy G, 14/01/2015)
“It has done a very good job this season. No seagrass
or other fouling. I cannot see any difference in
performance between Gael Force Antifouling and the

far more expensive, highly promoted brands.”
(Peter S, 21/08/2015)
“Gael Force own brand antifouling did a good job last
year and have bought another tin for this year. Had
been using far more expensive brand which was not
much use, bottom was always bad after 7 months. This
paint did much better, less sludge/weed/barnacles and
the bottom was a lot easier to clean. So very happy
with this product.” (Web Review, 07/03/2018)

LESS

“Build-up”

Since launching our own brand
of Gael Force Antifouling over
five seasons ago, we continue to
receive excellent feedback from
a range of boat owners across
the UK. It is a copper based,
economical (cruising grade)
self-eroding antifouling with a
proven performance within a wide
variety of UK conditions and many
European locations.

The antifouling is self-priming
when topping up existing
(similar copper based)
antifoulings; otherwise Gael
Force Multi-Purpose Metallic
Primer is required before
application. We have found
it to be most suitable for
general sailing and for fresh
water.
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It is best known to create
less ‘build-up’ than many
traditional antifoulings - a
revelation to some given the
value of this product. Best
suited to GRP, Wood, Steel
and Ferro-Cement as well
as use on drying moorings.
Not suitable for aluminium
or galvanised surfaces.
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Gael Force Antifouling

Technical Data

New product pic

Area of use

Boat hulls

Substrates

GRP, wood, steel and ferro-cement. Not
suitable for aluminium or galvanised surfaces

Packing

2.5 & 5 litre

Colour

Black, Dark Blue, Light Blue and Red

Finish

Matt

Volume solids

64%

Coverage

10 sq. metres per litre

Flash point

42ºC

Specific gravity

1.55

Dry to touch

2 hours

Over-coating time

6 hours

Thinners

Gael Force Thinners

Should be launched within 2 – 3 months dependent on ambient temperature.
*The coverage has been calculated for the stated volume solids and dry film thickness.
A practical spreading rate will depend on the actual dry film thickness, the nature of the
substrate, and the relevant consumption factor. The physical constants are subject to
normal manufacturing tolerances.

“I just wanted to give some positive feedback about
your antifouling - this is after 16 months afloat. The
barnacles have always been a problem regardless
of the antifouling used and I know other boats on
the same moorings have the same problem... They
really did just fall off. I didn’t have to scrape a single
barnacle off they all came away with the pressure
washer.”

Mr. Fulton, the owner of a Cobra 750
Moored in Connel

HOW TO APPLY
Stir well before use.
Apply by roller, brush or spray.
Ensure surfaces are clean, dry and free from salt.
Apply 2 coats per season with extra around areas of
turbulence such as rudder, keel, waterline and leading
edge allowing from 4 to 16 hours between coats
dependent on temperature. ✔︎
Phone +44 (0)1463 229400

Email sales@gaelforcegroup.com

Web gaelforcemarine.co.uk

